
Page 1 of 1

The above information is based on experience, tests and current documentation. In the event of improper use of the product and non-compliance with the necessary
precautions, the information provided does not constitute a guarantee and does not entail any legal liability.
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Community and Ho.Re.Ca. | Air Freshening
/ Odour Removing - Deodorising / Water
Treatment

CLIMA SAN
Air freshener for air
conditioning units

REV. 10/10-07-2023

AVAILABLE FORMAT

Item Format

180929 ml 750

180940 kg 5

USE

Shake thoroughly before use. For an immediate air freshening action: shake the bottle and, with the system off, spray 2-3
times directly onto the suction grille. For routine cleaning and sanitisation: with the system switched off, open the cover/intake
grille of the air conditioning unit, remove the filter and spray it with the product, clean it thoroughly using a brush, rinse it
under running water and leave to dry. Moisten a cloth with CLIMA SAN and clean the filter compartment. Spray CLIMA SAN
on the finned coils and reassemble. Leave the system switched off for at least 2-3 hours. When it is next used, regulate the
air conditioning system gradually.

CAUTION: Regular cleaning of the filters and internal parts
of the air conditioning unit and the constant use of CLIMA
SAN prevent the onset of unpleasant smells and help to
maintain good air conditioning quality.

PHYSICAL-CHEMICAL CHARACTERISTICS

Chemical classification Non-ionic solution

Physical state Liquid

Solubility in water In every ratio

Color Milky

pH 11 ± 0,4

Density 1,000 ± 0,020 g/ml

Refer to the safety data sheet for hazard information and precautions.

USAGE

Product specially formulated for sanitising and
freshening industrial and civil air conditioning systems.
Its particular composition removes the causes of
unpleasant odours which develop in systems and
releases a pleasant fragrance into the environment.
Extremely easy to use, it is useful for small jobs and
more thorough sanitising needs. It can be used on any
type of convector/split heaters: filters, finned coils, air
condensers, etc.
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